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ON-CRANE PRACTICAL ASSESSMENT
SAMPLE TARGET LAYOUTS
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ON-CRANE PRACTICAL ASSESSMENT
SAMPLE TARGET LAYOUT – TOWER CRANE

Tower Cranes
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NOTES:
1. Targets are set half way along the length of the boom.
2. Targets are set 8 feet apart.
3. Targets are collapsible cones and must be collapsed a minimum of 2 inches without 

crushing the cone.
4. Start is at the uplimit and trollied all the way in. Proceed from Start without load to 

Block. Pick up Block and proceed along straight line course to Target #1. Place block 
on cone. Continue to target #4 and back. Place Block in original location. Return to 
start point without load.

5. Can use a designated signal person.

Proposed Target Layout 
Practical Assessment for Tower Cranes

2 February 2011

CraneSafe Certification  +  Fulford Harbour Group

Scale: NTS
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NOTES:
1. Targets are set half way along the length of the boom.
2. Targets are set 8 feet apart.
3. Targets are collapsible cones and must be collapsed a minimum of 2 inches without 

crushing the cone.
4. Start is at the uplimit and trollied all the way in. Proceed from Start without load to 

Block. Pick up Block and proceed along straight line course to Target #1. Place block 
on cone. Continue to target #4 and back. Place Block in original location. Return to 
start point without load.

5. Can use a designated signal person.

Proposed Target Layout 
Practical Assessment for Tower Cranes

2 February 2011
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Note:

The assessor will modify 
the target course or 
evaluate production lifts if 
site conditions require it.
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